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Fuse ReplacementFuse Replacement

1. Remove the dwell and 
probe cables.

2. Remove the four screws 
from the front panel. 

3. Carefully lift the front panel. 
The fuse should be visible 
near the center of the upper 
edge of the electronic circuit 
board.

4.   Remove blown fuse and 
replace with a new Littlefuse 
brand 5X20 mm #235004, 
or equivalent.

5. Carefully reinstall the front 
panel, being careful not to 
pinch wires between the 
case and the front of the 
panel.

Remove these four screws on the 
electronics instrument case for ac-
cess to the unit’s fuse.

Neogen Corporation
Attn:  Electronics Department

620 Lesher Place
Lansing,  MI  48912

800/234-5333 or 517/372-9200

IMPORTANT: Always check the unit for shipping damage immediately 
after receipt from repair. Shipping damage is normally the responsibil-
ity of the carrier. If you fi nd your ElectroJac 5 has been damaged during 
shipping, inform your carrier immediately, and call Neogen’s Electronics 
Department at the number above.

Authorized Repair CenterAuthorized Repair Center

ElectroJac 5 carries a 12-month limited warranty on defective materi-
als and workmanship. All products covered under this warranty are to be 
returned, freight prepaid.

WarrantyWarranty

Questions? Call us at 800/234-5333 or 517/372-9200 8



•  Immobilize the bull
 Use a headgate and squeeze chute, or similar solid enclosure, to 

limit the side-to-side and forward and backward motion of the bull. 
Bulls with room to move are more likely to fall, making collections 
more diffi cult.

•  Footing is critical
 Providing secure footing is perhaps the most important aspect of 

preparing a bull for collection. Bulls that are slipping and sliding are 
diffi cult to collect. Some veterinarians spread a bucket of sand over 
the enclosure’s fl oor to increase a bull’s footing, and others have 
bulls stand in ankle-deep sand to insure stable footing.

•  Prestimulate the bull
 Manually prestimulating the bull for 10-15 seconds prior to inserting 

the probe can relax the animal, and shorten the collection time.

•  Try automatic mode fi rst
 Veterinarians have found that up to 90% of bulls can be quickly col-

lected using ElectroJac’s unique automatic mode. Manual mode is 
most useful with older bulls that are more diffi cult to stimulate.

• Leave ElectroJac 5’s battery charger plugged in after each use
 With new electronics that prevent overcharging, ElectroJac 5 can be 

left plugged in indefi nitely after each use to ensure a fully-charged 
battery whenever the unit is needed.

Questions? Call us at 800/234-5333 or 517/372-9200 2

Usage Suggestions for ElectroJac 5Usage Suggestions for ElectroJac 5

• Contact Customer Service for assistance if the animal appears 
to be experiencing undue distress while using ElectroJac 5.

• Do not attempt to alter or repair the ElectroJac 5. Contact Cus-
tomer Service for all maintenance and repair matters.

• Do not lay the probe on anything metallic when it is con-
nected to the electronics. Doing so could short the electrodes 
and may blow the fuse or possibly damage the electronics.

• The electronics instrument case is not waterproof. Water can 
damage the unit’s electronics.

Precautions

Battery and AC Battery ChargerBattery and AC Battery Charger
A 12-volt cell battery and AC battery charger are supplied with ElectroJac 
5. To insure optimum power performance from the unit:
1.  The dwell cable must be plugged in for the battery to charge.
2. Always start with a fully-charged battery. The battery is shipped fully 

charged, so no charging is necessary before initial use.
3.  Unlike previous versions of ElectroJac, ElectroJac 5 can be left 

plugged in indefi nitely after each use. New electronics ensure 
that the battery is not damaged due to overcharging.

4. Charge the battery immediately when the battery light glows. Charge 
for at least 4 hours. Even though the low battery light has not come 
on, it is recommended that the battery be charged after moderate use.

5. Do not plug the AC battery charger into a portable generator. Surges 
can damage the battery charger and ElectroJac 5’s electronics.

1. Remove the dwell and probe cables. Remove the 
bottom from the electronics case by opening the latches on both sides 
of the case, while carefully supporting the relatively heavy case bot-
tom.

2. Remove red and black leads from the battery 
by pulling lead connectors away from battery 
contacts, being careful not to pull on the wire.

3. Remove the two wing nuts from the alumi-
num battery hold-down bracket.

4. Remove the aluminum battery hold-down 
bracket and lift out battery.

5. Install the new battery by reversing steps 1 
through 4. 
CAUTION: Be careful not to short the re-
placement battery by inadvertently con-
necting the battery’s terminals with a metal 
object.

Battery ReplacementBattery Replacement

A removable case 
bottom provides easy 
battery replacement.

If the dwell light does not glow, check the following:
1. Check to make sure that the on/off switch on the dwell cable is in the 

“on“on“ ” position, and the dwell cable is fully plugged in.” position, and the dwell cable is fully plugged in.”
2. Check the fuse located on the electronics board. If the fuse is blown, 

see Fuse Replacement on the next page.

TroubleshootingTroubleshooting

Use a replacement battery from Ideal only. The use of other batteries in 
ElectroJac 5 may damage the unit, and/or void the warranty.

Questions? Call us at 800/234-5333 or 517/372-9200 7



ElectroJac 5 ComponentsElectroJac 5 Components

• 2” bull probe (#6990) • Replacement battery (#6902)

• 1” ram/boar probe (#6989)

Carrying case 
(#6901)

 AC battery charger 
(#6903)

 Metric scrotal tape 
(#6986)

Electronics instrument case: 
See page 4 for complete description.

Dwell cable assembly (#6910): 20-foot long 
cable with 5-pin male connector on one end 
and a dwell control box on the other. The 
dwell control box holds the on/off switch, and 
dwell switch and light.

Probe cable assembly (#6912): 
A 20-foot cable with a 3-pin male 
connector on one end, and a 3-pin 
female connector on the other.

Semen collection director cone
 (#6983)

Semen collection vial
(#6984)

2 1/2” bull probe (#6991)

Semen collec-
tion handle as-
sembly (#6985)

ElectroJac 5 Optional Parts/Replacement BatteryElectroJac 5 Optional Parts/Replacement Battery

Questions? Call us at 800/234-5333 or 517/372-9200 3

Manual OperationManual Operation

PREPARATION
We recommend that operators familiarize themselves with the operation of 
the manual control prior to using ElectroJac 5’s manual setting. To accom-
plish this, do the following:
1. Connect ONLY the dwell cable to the electronics instrument case. 

Make sure the on/off switch on the dwell control box is off.
2. Set the auto/manual switch on the electronics instrument case to 

manual. 
3. Set the manual control on the electronics instrument case to low. 

Always make sure the manual control is in low before turning the unit 
on.

4. Set the on/off switch on the dwell control box to on.
5. While observing the blinking numeric display, very slowly turn the 

manual control clockwise. Notice when the numerals on the display 
start to increment. This is the start of stimulation. Practice this several 
times before using on an animal.

OPERATION
1. To protect the unit and the animal, the ElectroJac 5 must be prepared 

for use prior to beginning the operation. To prepare the unit: 
a. Set the auto/manual switch on the electronics instrument case to 

manual. 
b.  Set the on/off switch on the dwell con-

trol box to off. 
c.  Set the manual control on the electron-

ics instrument case to low.
d. Plug one end of the probe cable to the 

electronics instrument case in the port 
marked “probe” (on the case’s right 
side) and the other end to the probe.

e.  Plug the dwell cable to the electronics 
instrument case into the port marked 
“dwell” (on the case’s left side). NOTE: 
The dwell cable must be plugged in 
for the unit to operate.

2. Once the animal is prepared for collection, 
insert the probe into the animal’s rectum 
with the three brass electrodes facing down.

3. After the probe is in place, set the on/off switch on the dwell control 
box to on. Slowly manipulate the manual control clockwise/counter-
clockwise until ejaculation.

4. After use, wipe the probe and cables down with a sponge and a non-
toxic, non-abrasive cleaning solution. Do not immerse the probe in 
any liquid.

IMPORTANT: The IMPORTANT: The IMPORTANT:
manual control must 
be in the low position 
prior to beginning 
manual operation.

Questions? Call us at 800/234-5333 or 517/372-9200 6



Electronics Instrument Case
The electronics instrument case contains the system’s electronics. This 

state-of-the-art design includes the following features:

RED/GREEN BATTERY LIGHT.
This light will fl ash red when the 
voltage drops below 10.3 volts, 
indicating the battery must be 
charged soon. A solid red light in-
dicates the power has been shut 
off to save the battery. When the 
battery is being charged, the light 
will fl ash green. A solid green 
light indicates the battery is fully 
charged.

AUTOMATIC OPERATION.  In 
automatic mode, the circuit delivers 
a series of 32 cycles, with each cycle 
delivering a slightly higher intensity. 
Each cycle lasts 2 seconds, followed 
by a 2 second pause. ElectroJac 5 is 
designed to go through all 32 cycles 
unless interrupted by either the on/off 
switch or dwell switch.

MANUAL OPERATION. In manu-
al mode, the intensity is con-
trolled by adjusting the manual 
control. Increasing voltage is 
applied to the probe’s electrodes 
as the manual control is turned 
clockwise. No power is supplied 
to the probe when the manual 
control is fully counterclockwise.

AUTOMATIC CUTOFF CIRCUIT. This circuit prevents damage to the elec-
tronics and battery by shutting the unit off when the battery drops below 
10.0 volts. When this occurs, the battery light will glow solid red.

NUMERIC DISPLAY. In automatic 
mode, the numerals indicate which of 
the 32 cycles the unit is in. A glowing 
dot in the bottom right-hand corner 
indicates when power is delivered. In 
manual mode, the numerals will blink 
and indicate output voltage. In manu-
al, a glowing dot in the bottom right-
hand corner indicates a half volt. For 
example, if the display reads: “15.”, 
the unit is delivering 15½ volts. 

Questions? Call us at 800/234-5333 or 517/372-9200 4

Automatic OperationAutomatic Operation
1. To protect the unit and the animal, the ElectroJac 5 must be prepared 

for use prior to beginning the operation. To prepare the unit: 
a. Set the auto/manual switch on the electronics instrument case to 

auto. 
b.  Set the on/off switch on the dwell control box to off. 
c.  Set the manual control on the electronics instrument case to low.
d. Plug one end of the probe cable into the electronics instrument 

case in the port marked “probe” (on the case’s right side) and the 
other end to the probe.

e.  Plug the dwell cable into the electronics instrument case in the 
port marked “dwell” (on the case’s left side). NOTE: The dwell 
cable must be plugged in for the unit to operate.

2. Once the animal is prepared for collection, insert the probe into the 
animal’s rectum with the three brass electrodes facing down.

3. After the probe is in place, set the on/off switch on the dwell control 
box to on. The ElectroJac 5 will automatically start through 32 cycles 
(2 seconds on - 2 seconds off) unless the dwell switch is held down.

4. The red dwell light will glow, becoming brighter with each cycle, and 
numeric display will indicate the progression through the unit’s 32 
cycles. A glowing dot in the bottom right-hand corner of the display 
indicates when power is being delivered to the probe. Once semen 
collection is completed, turn the on/off switch to off.

5. After use, wipe the probe and cables down with a sponge and a non-
toxic, non-abrasive cleaning solution. Do not immerse the probe in 
any liquid.

RESETTING THE UNIT
If the animal experiences extreme discomfort, the unit may be reset to the 
lowest power level at any time by simply setting the on/off switch to off. 
When the unit is turned back on, it will automatically reset to the lowest 
power level.
USING THE DWELL SWITCH
When the dwell switch is pressed, the electronics will remain at the current 
cycle, and continue to repeat that power 
level. When released, it will continue to 
cycle, starting at the next power level. 
EXAMPLE: When the animal becomes 
stimulated, you may depress the dwell 
switch. By holding the switch down, the 
unit will remain at that level until ejacu-
lation. Should the animal appear to lose 
stimulation, release the switch and the 
unit will automatically continue increas-
ing the intensity of each cycle until the 
animal again becomes stimulated.

DWELL LIGHT

DWELL SWITCH

ON/OFF SWITCH 
ON THE DWELL 
CONTROL BOX

Questions? Call us at 800/234-5333 or 517/372-9200 5



Electronics Instrument Case
The electronics instrument case contains the system’s electronics. This 

state-of-the-art design includes the following features:

RED/GREEN BATTERY LIGHT.
This light will fl ash red when the 
voltage drops below 10.3 volts, 
indicating the battery must be 
charged soon. A solid red light in-
dicates the power has been shut 
off to save the battery. When the 
battery is being charged, the light 
will fl ash green. A solid green 
light indicates the battery is fully 
charged.

AUTOMATIC OPERATION.  In 
automatic mode, the circuit delivers 
a series of 32 cycles, with each cycle 
delivering a slightly higher intensity. 
Each cycle lasts 2 seconds, followed 
by a 2 second pause. ElectroJac 5 is 
designed to go through all 32 cycles 
unless interrupted by either the on/off 
switch or dwell switch.
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al mode, the intensity is con-
trolled by adjusting the manual 
control. Increasing voltage is 
applied to the probe’s electrodes 
as the manual control is turned 
clockwise. No power is supplied 
to the probe when the manual 
control is fully counterclockwise.

AUTOMATIC CUTOFF CIRCUIT. This circuit prevents damage to the elec-
tronics and battery by shutting the unit off when the battery drops below 
10.0 volts. When this occurs, the battery light will glow solid red.
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mode, the numerals indicate which of 
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indicates when power is delivered. In 
manual mode, the numerals will blink 
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al, a glowing dot in the bottom right-
hand corner indicates a half volt. For 
example, if the display reads: “15.”, 
the unit is delivering 15½ volts. 
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Automatic OperationAutomatic Operation
1. To protect the unit and the animal, the ElectroJac 5 must be prepared 

for use prior to beginning the operation. To prepare the unit: 
a. Set the auto/manual switch on the electronics instrument case to 

auto. 
b.  Set the on/off switch on the dwell control box to off. 
c.  Set the manual control on the electronics instrument case to low.
d. Plug one end of the probe cable into the electronics instrument 

case in the port marked “probe” (on the case’s right side) and the 
other end to the probe.

e.  Plug the dwell cable into the electronics instrument case in the 
port marked “dwell” (on the case’s left side). NOTE: The dwell 
cable must be plugged in for the unit to operate.

2. Once the animal is prepared for collection, insert the probe into the 
animal’s rectum with the three brass electrodes facing down.

3. After the probe is in place, set the on/off switch on the dwell control 
box to on. The ElectroJac 5 will automatically start through 32 cycles 
(2 seconds on - 2 seconds off) unless the dwell switch is held down.

4. The red dwell light will glow, becoming brighter with each cycle, and 
numeric display will indicate the progression through the unit’s 32 
cycles. A glowing dot in the bottom right-hand corner of the display 
indicates when power is being delivered to the probe. Once semen 
collection is completed, turn the on/off switch to off.

5. After use, wipe the probe and cables down with a sponge and a non-
toxic, non-abrasive cleaning solution. Do not immerse the probe in 
any liquid.

RESETTING THE UNIT
If the animal experiences extreme discomfort, the unit may be reset to the 
lowest power level at any time by simply setting the on/off switch to off. 
When the unit is turned back on, it will automatically reset to the lowest 
power level.
USING THE DWELL SWITCH
When the dwell switch is pressed, the electronics will remain at the current 
cycle, and continue to repeat that power 
level. When released, it will continue to 
cycle, starting at the next power level. 
EXAMPLE: When the animal becomes 
stimulated, you may depress the dwell 
switch. By holding the switch down, the 
unit will remain at that level until ejacu-
lation. Should the animal appear to lose 
stimulation, release the switch and the 
unit will automatically continue increas-
ing the intensity of each cycle until the 
animal again becomes stimulated.

DWELL LIGHT

DWELL SWITCH

ON/OFF SWITCH 
ON THE DWELL 
CONTROL BOX
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ElectroJac 5 ComponentsElectroJac 5 Components

• 2” bull probe (#6990) • Replacement battery (#6902)

• 1” ram/boar probe (#6989)

Carrying case 
(#6901)

 AC battery charger 
(#6903)

 Metric scrotal tape 
(#6986)

Electronics instrument case: 
See page 4 for complete description.

Dwell cable assembly (#6910): 20-foot long 
cable with 5-pin male connector on one end 
and a dwell control box on the other. The 
dwell control box holds the on/off switch, and 
dwell switch and light.

Probe cable assembly (#6912): 
A 20-foot cable with a 3-pin male 
connector on one end, and a 3-pin 
female connector on the other.

Semen collection director cone
 (#6983)

Semen collection vial
(#6984)

2 1/2” bull probe (#6991)

Semen collec-
tion handle as-
sembly (#6985)

ElectroJac 5 Optional Parts/Replacement BatteryElectroJac 5 Optional Parts/Replacement Battery

Questions? Call us at 800/234-5333 or 517/372-9200 3

Manual OperationManual Operation

PREPARATION
We recommend that operators familiarize themselves with the operation of 
the manual control prior to using ElectroJac 5’s manual setting. To accom-
plish this, do the following:
1. Connect ONLY the dwell cable to the electronics instrument case. 

Make sure the on/off switch on the dwell control box is off.
2. Set the auto/manual switch on the electronics instrument case to 

manual. 
3. Set the manual control on the electronics instrument case to low. 

Always make sure the manual control is in low before turning the unit 
on.

4. Set the on/off switch on the dwell control box to on.
5. While observing the blinking numeric display, very slowly turn the 

manual control clockwise. Notice when the numerals on the display 
start to increment. This is the start of stimulation. Practice this several 
times before using on an animal.

OPERATION
1. To protect the unit and the animal, the ElectroJac 5 must be prepared 

for use prior to beginning the operation. To prepare the unit: 
a. Set the auto/manual switch on the electronics instrument case to 

manual. 
b.  Set the on/off switch on the dwell con-

trol box to off. 
c.  Set the manual control on the electron-

ics instrument case to low.
d. Plug one end of the probe cable to the 

electronics instrument case in the port 
marked “probe” (on the case’s right 
side) and the other end to the probe.

e.  Plug the dwell cable to the electronics 
instrument case into the port marked 
“dwell” (on the case’s left side). NOTE: 
The dwell cable must be plugged in 
for the unit to operate.

2. Once the animal is prepared for collection, 
insert the probe into the animal’s rectum 
with the three brass electrodes facing down.

3. After the probe is in place, set the on/off switch on the dwell control 
box to on. Slowly manipulate the manual control clockwise/counter-
clockwise until ejaculation.

4. After use, wipe the probe and cables down with a sponge and a non-
toxic, non-abrasive cleaning solution. Do not immerse the probe in 
any liquid.

IMPORTANT: The IMPORTANT: The IMPORTANT:
manual control must 
be in the low position 
prior to beginning 
manual operation.

Questions? Call us at 800/234-5333 or 517/372-9200 6



•  Immobilize the bull
 Use a headgate and squeeze chute, or similar solid enclosure, to 

limit the side-to-side and forward and backward motion of the bull. 
Bulls with room to move are more likely to fall, making collections 
more diffi cult.

•  Footing is critical
 Providing secure footing is perhaps the most important aspect of 

preparing a bull for collection. Bulls that are slipping and sliding are 
diffi cult to collect. Some veterinarians spread a bucket of sand over 
the enclosure’s fl oor to increase a bull’s footing, and others have 
bulls stand in ankle-deep sand to insure stable footing.

•  Prestimulate the bull
 Manually prestimulating the bull for 10-15 seconds prior to inserting 

the probe can relax the animal, and shorten the collection time.

•  Try automatic mode fi rst
 Veterinarians have found that up to 90% of bulls can be quickly col-

lected using ElectroJac’s unique automatic mode. Manual mode is 
most useful with older bulls that are more diffi cult to stimulate.

• Leave ElectroJac 5’s battery charger plugged in after each use
 With new electronics that prevent overcharging, ElectroJac 5 can be 

left plugged in indefi nitely after each use to ensure a fully-charged 
battery whenever the unit is needed.
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Usage Suggestions for ElectroJac 5Usage Suggestions for ElectroJac 5

• Contact Customer Service for assistance if the animal appears 
to be experiencing undue distress while using ElectroJac 5.

• Do not attempt to alter or repair the ElectroJac 5. Contact Cus-
tomer Service for all maintenance and repair matters.

• Do not lay the probe on anything metallic when it is con-
nected to the electronics. Doing so could short the electrodes 
and may blow the fuse or possibly damage the electronics.

• The electronics instrument case is not waterproof. Water can 
damage the unit’s electronics.

Precautions

Battery and AC Battery ChargerBattery and AC Battery Charger
A 12-volt cell battery and AC battery charger are supplied with ElectroJac 
5. To insure optimum power performance from the unit:
1.  The dwell cable must be plugged in for the battery to charge.
2. Always start with a fully-charged battery. The battery is shipped fully 

charged, so no charging is necessary before initial use.
3.  Unlike previous versions of ElectroJac, ElectroJac 5 can be left 

plugged in indefi nitely after each use. New electronics ensure 
that the battery is not damaged due to overcharging.

4. Charge the battery immediately when the battery light glows. Charge 
for at least 4 hours. Even though the low battery light has not come 
on, it is recommended that the battery be charged after moderate use.

5. Do not plug the AC battery charger into a portable generator. Surges 
can damage the battery charger and ElectroJac 5’s electronics.

1. Remove the dwell and probe cables. Remove the 
bottom from the electronics case by opening the latches on both sides 
of the case, while carefully supporting the relatively heavy case bot-
tom.

2. Remove red and black leads from the battery 
by pulling lead connectors away from battery 
contacts, being careful not to pull on the wire.

3. Remove the two wing nuts from the alumi-
num battery hold-down bracket.

4. Remove the aluminum battery hold-down 
bracket and lift out battery.

5. Install the new battery by reversing steps 1 
through 4. 
CAUTION: Be careful not to short the re-
placement battery by inadvertently con-
necting the battery’s terminals with a metal 
object.

Battery ReplacementBattery Replacement

A removable case 
bottom provides easy 
battery replacement.

If the dwell light does not glow, check the following:
1. Check to make sure that the on/off switch on the dwell cable is in the 

“on“on“ ” position, and the dwell cable is fully plugged in.” position, and the dwell cable is fully plugged in.”
2. Check the fuse located on the electronics board. If the fuse is blown, 

see Fuse Replacement on the next page.

TroubleshootingTroubleshooting

Use a replacement battery from Ideal only. The use of other batteries in 
ElectroJac 5 may damage the unit, and/or void the warranty.

Questions? Call us at 800/234-5333 or 517/372-9200 7
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Fuse ReplacementFuse Replacement

1. Remove the dwell and 
probe cables.

2. Remove the four screws 
from the front panel. 

3. Carefully lift the front panel. 
The fuse should be visible 
near the center of the upper 
edge of the electronic circuit 
board.

4.   Remove blown fuse and 
replace with a new Littlefuse 
brand 5X20 mm #235004, 
or equivalent.

5. Carefully reinstall the front 
panel, being careful not to 
pinch wires between the 
case and the front of the 
panel.

Remove these four screws on the 
electronics instrument case for ac-
cess to the unit’s fuse.

Neogen Corporation
Attn:  Electronics Department

620 Lesher Place
Lansing,  MI  48912

800/234-5333 or 517/372-9200

IMPORTANT: Always check the unit for shipping damage immediately 
after receipt from repair. Shipping damage is normally the responsibil-
ity of the carrier. If you fi nd your ElectroJac 5 has been damaged during 
shipping, inform your carrier immediately, and call Neogen’s Electronics 
Department at the number above.

Authorized Repair CenterAuthorized Repair Center

ElectroJac 5 carries a 12-month limited warranty on defective materi-
als and workmanship. All products covered under this warranty are to be 
returned, freight prepaid.

WarrantyWarranty

Questions? Call us at 800/234-5333 or 517/372-9200 8
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